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ABBREVIATIONS D.F.C.M. PROJECT # GENERAL NOTES
1. SUBCONTRACTORS SHALL FAMILIARIZE THEMSELVES WITH ALL
PORTIONS OF THE DRAWINGS, SPECIFICATIONS AND ADDENDA
THAT PERTAIN TO THEIR WORK. THEY SHALL
Reference to materials or methods have been made BE HELD RESPONSIBLE FOR ADHERING TO THOSE REQUIREMENTS
on the drawings in accordance with the following abbreviations: D.F.C.M. PROJECT NUMBER 05076030 AND SHALL NOT PREPARE ANY BID FROM PARTIAL SETS.
2. ALL NUT, BOLTS AND MISCELLANEOUS METAL EXPOSED TO
# NUMBER GWB. GYPSUM WALL BOARD ARCHITECTS PROJECT NUMBER 2005—08 WEATHER SHALL BE GALVANIZED UNLESS OTHERWISE NOTED. PROJECT TITLE:
’ FEET GYP. BD. GYPSUM WALL BOARD 3. ALL WORK SHALL COMPLY STRICTLY WITH THE INTERNATIONAL BUILDING
» INCHES HC. HANDICAPPED CODE 2000, LATEST EDITION, AND ALL LOCAL CODES AND ORDINANCES.
g ﬂD EDMW EQEE(\)’VVCRMEETAL 4. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS VE RNAL LIQUOR
& O LAMETER . ORIZONTAL AND SHALL REPORT ANY INCONSISTENCIES TO THE CONTRACTING OFFICER. ]
ADJ ADJUSTABLE HR. HOUR 5. CONTRACTOR SHALL REMOVE ALL SURPLUS MATERIALS, FALSE WORK, STORE NEW LI FT &
AFF ABOVE FINISH FLOOR HT. HEIGHT D ESl GN TEAM TEMPORARY STRUCTURES, INCLUDING: FOUNDATIONS AND DEBRIS
ALUM ALUMINUM HVAC HEATING /VENTILATION / OF ANY NATURE RESULTING FROM HIS OPERATIONS, AND TO PUT DOOR REPLACEMENT
ASTM AMERICAN SOCIETY FOR AIR CONDITIONING ARCHITECT THE SITE IN A NEAT AND ORDERLY CONDITION.
TESTING MATERIALS HYD HYDRANT P+A ARCHITECTS 6. DIMENSIONAL DISCREPANCIES SHALL BE CLARIFIED WITH
ATS AUTOMATIC TRANSFER I.D. INSIDE DIAMETER CONTACT: SCOTT PRIOR THE CONTRACTING OFFICER.
o0 ZVCV)'Z‘;'; 'IEZ?JL_ :Egﬁfgggﬁ“ 821 EAST KENSINGTON AVENUE
BITUM. BITUMINOUS LAV. LAVATORY SALT LAKE CITY, UTAH 84105 Vl Cl N | TY M AP
BLDG BUILDING LT. LIGHT PHO‘NE 801.484.1161
B.M. BENCHMARK MATL. MATERIAL FAX:  801.485.4640
B.O. BOTTOM OF MAX. MAXIMUM TAPRVEST - ———eom
BRG. BEARING MECH. MECHANICAL STRUCTURAL PROJECT LOCATION NSt oot
BTWN. BETWEEN MFR. MANUFACTURER SHEN ENGINEER S, INC. \ N Ashlcy National Forest g
CER. CERAMIC MIN. MINIMUM CONTACT: HENRY SHEN > Taz ewns B
CJ CONSTRUCTION JOINT MISC. MISCELLANEOUS 3335 SOUTH 900 EAST, SUITE 250 2 0e B
CLG. CEILING M.O. MASONRY OPENING @ BONEL, By,
SALT LAKE CITY, UTAH' 84106 = | e e
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EXIST. EXISTING RM. ROOM STRUCTURAL CAD PROJECT NO: 2005-08
EXPAN. EXPANSION R.O. ROUGH OPENING CAD DWG FILE:
EXT. EXTERIOR SCHED. SCHEDULE 7 OF 7 S—GN100 GENERAL NOTES, DETAILS, AND FLOOR PLAN .
E.W.C. ELECTRIC WATER COOLER SHR. SHOWER DRAWN BY: BRIAN AND SCOTT
F.D. FLOOR DRAIN SHT. SHEET CHK'D BY: SCOTT
FDN. FOUNDATION SIM. SIMILAR COPYRIGHT: STATE OF UTAH
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FLOOR PLAN
REFERENCE NOTES

<T>> 6" CONCRETE SLAB W/ #4 BARS EACH WAY, OVER
6" COMPACTED GRAVEL BASE

@ DASHED LINE INDICATES 4" PVC DRAINAGE PIPE
<3> DASHED LINE INDICATES CONCRETE SUMP BELOW

<£> 6" DIA. CONCRETE FILLED PIPE BOLLARDS
<5>> EXISTING LIQUOR STORE WALL
<(6>> NEW HOLLOW METAL DOORS & FRAMES

CAST-IN PLACE CONCRETE WATER WAY, SEE DETAIL
02/ADT501

3" PVC PIPING BELOW SLAB. PIPING TO HAVE LONG
RADIUS SWEEP FROM PIT TO POWER UNIT. GENERAL
CONTRACTOR TO VERIFY SIZE OF PVC PIPING PRIOR
TO PLACING

@ CONCRETE CURB WALL, SEE DETAILS 02&03/ADT501

PROPOSED ELECTRIC MOTOR LOCATION. GENERAL
CONTRACTOR SHALL VERIFY WITH USER TO
DETERMINE EXACT LOCATION TO PLACE MOTOR &
HYDRAULIC PUMP.

@ STEEL ANGLE AT PERIMETER OF LIFT PIT &
RECESSED BRIDGE. ALL CURB ANGLE JOINTS TO BE
WELDED SECURELY. STEEL ANGLE TO BE
GALVANIZED, PRIMED AND PAINTED.

<{Z> DOOR BEYOND

<{3> BUILDING BEYOND
PRE—CAST CONCRETE CATCH BASIN
<45> MANHOLE RING & COVER

PRE—CAST CONCRETE DRY WELL LID
@ PRE—CAST CONCRETE DRY WELL SUMP

GENERAL CONTRACTOR SHALL DROP TOP OF
CONCRETE CURB WALL TO MATCH TOP OF CONCRETE
SLAB FOR WATER DRAINAGE.

EXISTING ELECTRICAL PANEL. GENERAL CONTRACTOR
SHALL SURFACE MOUNT ELECTRICAL CONDUIT FROM
ELECTRICAL PANEL TO ELECTRIC MOTOR LOCATION.
CONDUIT SHALL RUN FROM MOTOR UP TO ABOVE
CEILING WHERE IT WILL RUN HORIZONTAL, THEN BACK
DOWN WALL TO ELECTRICAL PANEL. GENERAL
CONTRACTOR SHALL VERIFY WHERE FINAL CONDUIT
RUNS W/ ARCHITECT, LIFT MANUFACTURER AND
BUILDING USER PRIOR TO FINAL INSTALLATION.

NEW LIFT, SEE SPECIFICATION

@ GENERAL CONTRACTOR SHALL PATCH AND REPAIR
GYPSUM BOARD WALL AROUND DOOR OPENING
WHERE WALL HAS BEEN MODIFIED FOR NEW HOLLOW
METAL DOOR FRAME.

<22> EXISTING ASPHALT

@ INSTALLER TO USE CONTINUOUS SHIMS & GROUT AS
REQUIRED TO BRING PLATFORM FLUSH WITH FLOOR

ANCHOR LIFT AS PER SCISSOR LIFT MFR.
REQUIREMENTS.

<Z5> 6" PRECAST CONCRETE EXPANSION RINGS
SLAB CONTRACTION JOINT, SEE DETAIL 01/ADT502

@ GENERAL CONTRACTOR SHALL REPAIR EXISTING
GYPSUM BOARD WALLS AT HEAD AND JAMB SIDES
OF NEW DOOR WHERE NEW STEEL ANGEL HAS BEEN
LOCATED AND CONCRETE BLOCK CELLS HAVE BEEN
GROUTED SOLID AS SHOWN ON STRUCTURAL
DRAWINGS, EACH SIDE OF DQOOR.

GENERAL CONTRACTOR SHALL RELOCATE EXISTING
ELECTRICALLY ILLUMINATED "EXIT” SIGNAGE ABOVE
DOOR AS NEEDED FOR NEW DOOR INSTALLATION.

LEGEND PLAN
< DOOR TAG

ARROW INDICATES DIRECTION OF SLOPE FOR WATER

DRAINAGE

GENERAL NOTES
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ﬂ ARCHITECTURE ﬂ PLANNING " DESIGN

BUILDING NAME:

VERNAL LIQOUR
STORE

PROJECT TITLE:

VERNAL LIQUOR
STORE NEW LIFT &
DOOR REPLACEMENT

1. GENERAL CONTRACTOR SHALL MAINTAIN VEHICLE ACCESS

AT ALL TIMES TO ALL EXISTING BUIDLINGS.

2. GENERAL CONTRACTOR IS RESPONSIBLE FOR
REPLACEMENT OF EXISTING ASPHALT, CONCRETE,
LANDSCAPING, ETC. DISTURBED OR DESTROYED DURING
CONSTRUCTION.

3. ALL ELECTRICAL EQUIPMENT IS SHOWN FOR SCHEMATIC
PURPOSES ONLY. IT IS THE GENERAL CONTRACTOR’S
RESPONSIBILITY TO PROVIDE DESIGN BUILD ELECTRICAL.
IT IS THE GENERAL CONTRACTOR’S RESPONSIBILITY TO
HAVE THEIR ELECTRICAL SUBCONTRACTOR REMIEW THE
PROJECT PRIOR TO BIDDING. ALL ELECTRICAL MUST
MEET CURRENT NEC CRITERIA.

4. GENERAL CONTRACTOR SHALL REPAINT INTERIOR GYPSUM

BOARD WALL FROM INSIDE CORNER NEAR GRID LINE "A”

TO INSIDE CORNER NEAR GRID "B" FROM TOP OF
EXISTING FLOOR BASE TO BOTTOM OF EXISTING CEILING.
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REFERENCE NOTES

<> GENERAL CONTRACTOR TO SAW CUT EXISTING
ASPHALT TO DIMENSIONS SHOWN.

@ HATCH PATTERN INDICATES EXISTING ASPHALT AREA
TO BE REMOVED AND DISPOSED OF AS PER
SPECIFATION.

State of Utah

Department of Administrative Services

Division of Facilities

Construction & Management
4110 State Office Building

D Salt Lake City, Utah 84114
Phone: (801) 538 - 3018
Fax: (801) 538 - 3267

<3> GENERAL CONTRACTOR SHALL REMOVE EXISTING
ASPHALT BACK TO EXISTING CHAIN-LINK FENCE.

EXISTING CHAIN-LINK FENCE TO REMAIN . .
UNDISTURBED. Internet: http://www.dfcm.state.ut.us
D <&> EXISTING DOOR AND FRAME TO BE REMOVED. D CREATED BY: P+A architects
EXISTING DOOR HARDWARE TO BE REMOVED &
RETURNED TO OWNER. EXISTING DOOR HINGES TO .
BE REUSED FOR NEW DOOR & FRAME. P+ A arCh|teCtS
<5>> EXISTING BUILDING NOT TO BE DISTURBED. 821 East Kensington Ave.
<8>> HATCH PATTERN INDICATES EXISTING MASONRY TO Salt Lake City, Utah 84105
BE SAW CUT & REMOVED, SEE STRUCTURAL DRAWING P: 801.484.1161
& ARCHITECTURAL DOOR DETAILS FOR NEW DOOR F: 801.485.4640
HEADER. e-mail parchitects@comcast.net

<> NEW HOLLOW METAL DOOR, FRAME & HARDWARE AS
PER SPECIFICATION. NEW DOOR & FRAME TO BE

@ PRIMED & PAINTED.
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REFERENCE NOTES

NOTE
NOTE

PAINT
DOOR AND FRAME SCHEDULE ()
S_E DOOR FRAME FIRE g
o RATING
3 | size DETAIL | POOR < G E N E RAL N OTES
WARE &
DOOR f% WxH DEPTH| TYPE | MATL |FINISH|DEPTH| TYPE | MATL |FINISH HEAD JAMB THRSH SET |FRAME| NOTES e CONCRETE. FILL
100E | P |3-0" X 7'-9%"| 1% A HM | PAINT | 5% HM | PAINT [10/ADT501 |09/ADT501 |05/ADTS01 | 1 H/R GENERAL CONTRACTOR SHALL VERIFY FINISHED DOOR OPENING . /_ 1. REFER TO FINISH SCHEDULE FOR ADDITIONAL
PRIOR TO ORDERING DOOR & FRAME P FINISH NOTES.
% i
3 | B
% % L 3X3X}" WITH §" DIA X 47 ,
" EXISTING GYP. BRO. /<> EXISTING BLOCK WALL 6" DIA. STANDARD HSA @ 16" 0.C. 1 BARS @127 0. EA
|_— PANTED GYP. BD. WALL AS ¢ STL. PIPE; HOT
A~ NOTED ON SHEET A—FP101 <) DIP GALVANIZE
. 4 g _|_L—PATCH AND REPAR ALL <— EXISITNG GYPSUM BOARD .
Lo . = = GYP. BRD. TO CREATE A <> - N
7 "LIKE NEW" FINISH . ; S [ T.0. CONCRETE
< e 4 7<> |_— NEW GYPSUM BOARD, ><> e
. A" THICKNESS TO MATCH ><> B .
= ||| e 2 .
< y) > o 0 <
) 4 L SHAPED WOOD BLOCKING % ) W
g 4 / = = N . ) .
CONT. SEALANT . 4 ANCHOR BOLTS, SEE 4
STRUCTURAL DRAWINGS L 4 - .
CONT. SEALANT —— = BENT STEEL PLATE, SEE ' L‘“\ () A BT
STRUCTURAL SEALANT (TYP.
PREFINISH METAL: ~_ ~_ . 4
DRIP W/ FASTENER o~ SEALANT (TYP) — SHIM (AS REQUIRED) \ S
012" 0C. | < | <\ ° .
SHIM (AS REQ.) x HOLLOW METAL DOOR = “ . )
L~ HOLLOW METAL DOOR FRAME PRIMED & PAINTED y
J FRAME PRIMED & PAINTED  pOOR AS SHEDULED ey /
DOOR AS SCHEDULED . PRIMED & PAINTED ¥
PRIMED & PAINTED 5 3/4" "
g0 DOOR HEAD DETAIL g7\ DOOR JAMB DETAIL £\ BOLLARD DETAIL 2o\ PIT DETAIL
T\ADT50)) SCAE 3 = 10" i ADT501) SCALE 3 = -0 T\ADT50)/ SCALE 1"=1"-0" S\ADT501/ SCAE 3" = 1'=0°
o (=]
-0’ PIT WIDTH VERIFY W/ LIFT MFR. r-o"
T DURA—CRETE OR EQUAL 2°X2'X2" L. /07
NOTE: STEEL ANGLE AT PERMETER OF — BA= CATCH BASIN W/ HEAVY DUTY STEEL AL
GENERAL CONTRACTOR SHALL VERIFY DOOR & PIT & BRIDGE, SEE DETAIL ey GRATING OVER 8" COMPACTED | EY)
FRAME DIMENSIONS THAT EXIST IN FIELD PRIOR L E= GRAVEL BASE / N T SM
TO ORDERING DOOR & FRAME. 64" 7 v = 7 AN N / ( T = -
g - £ \ k I AI
3-0" 2°N /710 2" QO | i Nt l
~ ' 4 % 4 ". U%@Z@K&% CVO«%
11 ki IR s "'!: e « — - gl ;'332 I it ST R 8 W s o
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DOOR PRIMED & i // IEEIEIELE " as ————— . 2 s y ‘. SEIEIETEED L GRAVEL BASE
PAINTED \ JHJH*HHH*HH go 4 ] RN RLEE ) _‘; == =h==i
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g6 DOOR & FRAME TYPES 27705\ DOOR THRESHOLD 27w\ CAST-IN PLACE CONCRETE LIFT PIT
T\ADTS0Y/ scAE  1/4" = 1’0" T\ADT50)/ SCALE = 10" A\ADT50)/ SCALE 38 =1-0"
%’CHAMFER (TYP) g g %’CHAMFER (TYP) 1-0" PIT LENGTH VERIFY W/ LIFT MFR. STEEL BRIDGE
/ VERIFY SIZE
TOP_OF CONCRETE CURB TOP_OF CONCRETE CURB cx = g W/ LIFT MFR.
( \ EL= 101-2" EL= 101-2 & A o L
" STEEL ANGLE AT PERMETER & 2 & DURA-CRETE OR EQUAL 2'X2'X2’ ID. =g LY 02\
“ s arrn — SEE DETAL 02/ADT502 OF PIT & BRIDGE SEE DETAL. > 21 CATCH BASIN W/ HEAVY DUTY STEEL g3 ENTEY
4| =ES GRATING OVER 8" COMPACTED g>
SEE DETAIL 02/AB%502:" g/ ORAVEL BASE. g& AT
FINISH GRADE TO SLOPE a1 ( |
TOP_OF CONCRETE TOP_OF CONCRETE . HYDRAULIC HOSE TRENCH, VERIFY
AWAY FROM CURB WALL g : ~
EL.= VERIFY EL.= VERIFY . SIZE & LOCATION W/ LIFT MFR. 6" CONCRETE SLAB W/ #4
] : — 6" CONCRETE SLAB W/ #4 — — - OVER 6" COMPACTED GRAVEL
N E— 6" CONCRETE SLAB W/ 4 BARS 12" 0.C. EA. WAY OVER . ;vi_ “ 4 i 7. s BASE
1] BARS 12" 0.C. EA. WAY OVER 6" COMPACTED GRAVEL BASE N “ T 1 . ; =
1= 6" COMPACTED GRAVEL BASE 2 —]K ~— ! —
L n - L ~ <
_ _ N - 4 ) — AN
CAST-IN PLACE CONCRETE - CAST-IN PLA;E( C)ONCRETE ) E(WW s o OQ“Qé %b e SIS
CURB WALL W/ #4 BARS @ 8" - WATERWAY W/ (2)#4 BARS KA IIHEB L s ._/ , v d| |—
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0.C. EACH WAY OVER 4"
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DIVISION 16 — ELECTRICAL
GENERAL REQUIREMENTS

GENERAL CONDITIONS: THE GENERAL CONDITIONS,
SUPPLEMENTARY GENERAL CONDITIONS, SPECIAL
CONDITIONS, ALTERNATES AND ADDENDA, APPLICABLE
DRAWINGS AND TECHNICAL SPECIFICATIONS SHALL
APPLY TO ALL WORK UNDER THIS DIVISION.

STATE LICENSED CONTRACTOR — THE CONTRACTOR
SHALL HAVE A CURRENT STATE ELECTRICAL
CONTRACTING LICENSE.

SCOPE

THE WORK COVERED BY THESE DOCUMENTS CONSISTS
OF FURNISHING ALL LABOR, MATERIALS, EQUIPMENT,
SUPERVISION AND SERVICES NECESSARY TO FILL THE
INTENT AND PURPOSE OF THE ELECTRICAL WORK
SHOWN ON THE DRAWINGS AND HEREINAFTER
SPECIFIED. ITEMS OMITTED FROM EITHER THE
DRAWINGS OR SPECIFICATIONS, BUT SHOWN OR
DESCRIBED IN THE OTHER, AND/OR ALL ITEM
NECESSARY MAKE THE ELECTRICAL SYSTEM
COMPLETE AND WORKABLE SHALL BE UNDERSTOOD
TO FORM A PART OF THE WORK.

MATERIALS AND WORKMANSHIP

ALL MATERIALS AND EQUIPMENT FURNISHED AND
INSTALLED SHALL BE OF THE HIGHEST QUALITY, NEW
AND MEET THE STANDARDS OF NEMA, IPCEA, LS, UL,
NFPA, UBS, OSH, NEC, AND SHALL BEAR THEIR
LABEL WHEREVER STANDARDS HAVE BEEN
ESTABLISHED AND LABEL SERVICE IS AVAILABLE.
WHERE MATERIALS AND EQUIPMENT ARE SPECIFIED
BY MANUFACTURER'S NAME, THE TYPE AND QUALITY
REQUIRED IS THEREBY DENOTED. THE ARCHITECT
SHALL BE AFFORDED EVERY FACILITY DEEMED
NECESSARY TO INSPECT AND EXAMINE THE
MATERIALS AND APPARATUS BEING INSTALLED TO
PROVE THEIR QUALITY, SKILL AND COMPETENCY OF
WORKMANSHIP.

SEALANT TOOLED J%" TO %’
BELOW PAVEMENT SURFACE

JOINT SEALANT, DOW CORNING 888 OR
APPROVED EQUILVALENT. INSTALL TO PROPER

CODES— REGULATION AND PERMITS

IN THE INSTALLATION OF THIS WORK, COMPLY WITH
THE REQUIREMENTS OF THE LAWS, ORDINANCES AND
RULES OF THE STATE AND NATIONAL BOARD OF FIRE
UNDERWRITERS, THE NATIONAL ELECTRICAL CODE,
AND THE RULES AND REGULATIONS OF LOCAL
ORDINANCES.

IF A CONFLICT OCCURS BETWEEN THESE RULES AND
DOCUMENTS, THE RULES ARE TO GOVERN. THE
CONTRACTOR ACCEPTS THIS RESPONSIBILITY UPON
SUBMITTING HIS BID, AND NO EXTRA CHARGE WILL
BE ALLOWED AFTER THE ELECTRICAL CONTRACT IS
AWARDED. THIS SHALL NOT BE CONSTRUED AS
RELIEVING THE CONTRACTOR FROM COMPLYING WITH
ANY REQUIREMENTS OF THE PLANS OR
SPECIFICATIONS WHICH MAY BE IN EXCESS OF
REQUIREMENTS OF THE HEREIN MENTIONED RULES
AND NOT CONTRARY TO SAME. ALL MATERIALS AND
EQUIPMENT INSTALLED, INCLUDING LIGHTING FIXTURES,
SHALL HAVE BEEN TESTED AND APPROVED BY
UNDERWRITER'S LABORATORY AND SHALL BE SE
LABELED, UNLESS OTHERWISE APPROVED BY THE
ARCHITECT.

ARCHITECTURAL AND MECHANICAL DOCUMENTS ARE
CONSIDERED A PART OF THE ELECTRICAL DOCUMENTS
INSOFAR AS THEY APPLY, AS IF REFERRED TO IN
FULL.

SINCE THE DRAWINGS OF THE FLOOR INSTALLATION
ARE MADE AT A SMALL SCALE, DEVICES, EQUIPMENT,
ETC., ARE INDICATED ONLY IN THEIR APPROXIMATE
LOCATION, UNLESS DIMENSIONED. LOCATE
APPARATUS SYMMETRICALLY ON FLOORS, AND WALL
WHERE NOT DIMENSIONED, AND COORDINATE SUCH
LOCATIONS WITH WORK OF OTHER TRADES TO
PREVENT INTERFERENCES. ALL DIMENSIONS ON THE
JOB SHALL BE VERIFIED. DO NOT SCALE THE
DRAWINGS, BUT REFER TO THE ARCHITECTURAL AND
MECHANICAL DRAWINGS FOR DIMENSIONS.

2

UPON COMPLETION OF THE INSTALLATION, FURNISH A
SET OF "RECORD” DRAWINGS TO THE ARCHITECT
CLEARLY MARKED WITH THE CHANGES AUTHORIZED
DURING CONSTRUCTION. ALSO SUBMIT WARRANTIES,
OPERATION AND MAINTENANCE DATA ON ALL ITEMS
OF EQUIPMENT.

STORAGE AND PROTECTION OF MATERIALS

PROVIDE STORAGE SPACE FOR MATERIALS AND
APPARATUS AND ASSUME COMPLETE RESPONSIBILITY
FOR ALL LOSSES DUE TO ANY CAUSE WHATSOEVER.
IN NO CASE SHALL STORAGE INTERFERE WITH
TRAFFIC CONDITIONS IN ANY PUBLIC THOROUGHFARE
OR CONSTITUTE A HAZARD TO PERSONS IN THE
VICINITY. PROTECT COMPLETED WORK, WORK
UNDERWAY, AND APPARATUS AGAINST LOSS OR
DAMAGE.

SHOP DRAWINGS

SHOP OR DETAIL DRAWINGS SHALL BE SUBMITTED IN
QUADRUPLE TO THE ARCHITECT PRIOR TO
INSTALLATION OF ANY EQUIPMENT WHEN SHOP
DRAWINGS ARE REQUIRED, AS HEREINAFTER
SPECIFIED.

CONTRACTOR SHALL PREPARE AND SUBMIT ANY
DETAIL DRAWINGS AT ANY TIME SUCH DRAWINGS ARE
DEEMED NECESSARY BY THE ARCHITECT AND SHALL
OBTAIN WRITTEN APPROVAL OF SAME BEFORE
PROCEEDING WITH THE INSTALLATION OF THE WORK.

SHOP DRAWINGS SHALL BE SUBMITTED IN PROPERLY
BOUND AND INDEXED BROCHURES. LIGHTING FIXTURE

BROCHURE'S SHALL INCLUDE FIXTURE TYPE NUMBERS,

MANUFACTURER, AND CATALOG NUMBERS. SPECIAL
FEATURES NOT NORMALLY INCLUDED AS STANDARD,
SHALL BE LABELED.
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TESTING

CONTRACTOR SHALL TEST THE SYSTEM IN THE
PRESENCE OF THE PROJECT MANAGER OR HIS
DESIGNATED REPRESENTATIVE, AND DEMONSTRATE
ALL EQUIPMENT AS WORKING AND OPERATING. ALL
GROUNDINGS, OPENS, SHORTS OR OTHER DEFECTS
SHALL BE RECTIFIED AT NO EXTRA COST TO THE
OWNER BEFORE ACCEPTANCE AND PAYMENT.

GUARANTEE

THE ENTIRE ELECTRICAL SYSTEM INSTALLED UNDER
THIS CONTRACT SHALL BE LEFT IN PROPER WORKING
ORDER AND BE IN COMPLIANCE WITH THE DRAWINGS,
SPECIFICATIONS AND/OR AUTHORIZED CHANGES TO
THE SATISFACTION OF THE OWNER'S REPRESENTATIVE.
WITHOUT ADDITIONAL CHARGE, REPLACE ANY WORK
OR MATERIALS WHICH DEVELOP DEFECTS, EXCEPT
FROM ORDINARY WEAR AND TEAR, WITHIN ONE YEAR
FROM THE DATE OF FINAL ACCEPTANCE. A WRITTEN
GUARANTEE COVERING THE ABOVE PROVISIONS SHALL
BE SIGNED AND DELIVERED TO THE ARCHITECT AFTER
THE PROJECT HAS FINAL ACCEPTANCE BY THE
INSPECTING AUTHORITY.

INTERMEDIATE METALLIC TUBING SYSTEMS SHALL
UTILIZE RAIN TIGHT COMPRESSION CONNECTORS OR
SET SCREW TYPE FITTINGS THROUGHOUT. CRIMPON
INDENTER TYPE FITTINGS WILL NOT BE ACCEPTABLE.
PRECAUTION SHALL BE EXERCISED TO PREVENT
DESIGNATED BY ARCHITECT FOR LIGHTING DURING ACCUMULATION OF WATER, DIRT, OR CONCRETE IN
CONSTRUCTION. REPLACE BULBS AND OTHER PARTS THE CONDUITS DURING THE EXECUTION OF THE

OF LIGHTING FIXTURES DAMAGES OR BURNED OUT WORK.

DURING SUCH USE AT COMPLETION OF WORK AT NO
ADDITIONAL COST TO OWNER.

AT COMPLETION OF WORK, OR WHEN SO ORDERED BY
ARCHITECT OR CONTRACTOR, REMOVE FROM SITE ALL
PARTS OF TEMPORARY ELECTRICAL SERVICES,
LEAVING NO DISCERNIBLE SCARS. CONTRACTOR MAY
CONNECT AND USE LIGHTING FIXTURES AS

CONDUITS IN WHICH WATER OR FOREIGN MATTER HAS
BEEN PERMITTED TO ACCUMULATE SHALL BE
THOROUGHLY CLEANED OR THE CONDUIT RUNS
REPLACED WHERE SUCH ACCUMULATION CANNOT BE
REMOVED BY METHODS APPROVED BY THE
ARCHITECT. NO WIRE SHALL BE INSTALLED UNTIL
WORK WHICH MIGHT CAUSE DAMAGE TO THE WIRE OR
CONDUIT HAD BEEN COMPLETED. CONDUIT WHICH
HAS BEEN CRUSHED OR DEFORMED IN ANY MANNER
SHALL NOT BE INSTALLED. CONDUIT RUNS SHALL BE
KEPT A MINIMUM DISTANCE OF 6 INCHES FROM HOT
WATER AND STEAM PIPES.

SYSTEMS

ELECTRICAL SUBCONTRACTOR SHALL VERIFY EXISTING
ELECTRICAL SYSTEM AND VERIFY THAT IT WILL BE
COMPATIBLE WITH THE LIFT AS PROVIDED BY THE
GENERAL CONTRACTOR

GROUNDING

THE NEUTRAL CONDUCTOR AND CABINET, CONDUITS,
APPLIANCES, EQUIPMENT, MOTOR FRAMES, AND
MOTOR BASES, ETC., SHALL BE BONDED TO THE
GROUNDING SYSTEM IN ACCORDANCE WITH
REQUIREMENTS OF THE NATIONAL ELECTRIC CODE.

CONDUIT SYSTEMS

ELECTRICAL METALLIC TUBING SHALL BE USED WHERE
SIZES 4" AND SMALLER ARE REQUIRED, EXCEPT
WHERE INSTALLED IN EARTH, CONCRETE SLABS
ADJACENT TO EARTH, OR IN LOCATIONS WHERE
SUBJECT TO MECHANICAL INJURY. IN ALL SUCH
CASES, POLYVINYL CHLORIDE CONDUIT SHALL BE
USED. TUBING MAY BE USED IN SLABS ABOVE
GRADE LEVEL.

CONDUIT, TUBING, AND BOXES SHALL BE SUPPORTED
IN AN APPROVED MANNER BY MEANS OF EXPANSION
SHIELDS OR EMBEDDED SUPPORTS IN CONCRETE OR
SOLID MASONRY, TOGGLE BOLTS ON HOLLOW
MASONRY UNITS, WOOD SCREWS ON WOOD AND
METAL SCREWS ON METAL. WOODEN PLUGS
INSERTED IN CONCRETE OR MASONRY UNITS SHALL
NOT BE USED AS A BASE FOR FASTENING CONDUITS,
TUBING, BOXES, CABINETS, ETC.

TEMPORARY FACILITIES

PROVIDE, FOR USE OF OTHER TRADES DURING
CONSTRUCTION PERIOD, REQUIRED TEMPORARY
ELECTRICAL POWER, COMPLETE WITH REQUIRED MAIN
BREAKER, SWITCH PANEL, METER, POLES,
CONDUCTORS, ETC.

SEE DIVISION 2.

DURA-CRETE OR EQUAL A-1180
MANHOLE RING & COVER

ALL RACEWAYS 3/4" AND LARGER SHALL UTILIZE 0Z
TYPE "A” INSULATING BRUSHING AT CABINET AND
OUTLETS.

RACEWAY ENTERING OUTLETS OF CABINETS SHALL
HAVE DOUBLE LOCK NUTS APPLIED FOR GROUNDING
PURPOSES AND THEN INSULATING BRUSHING APPLIED
OVER LOCK NUT.

ALL EMPTY CONDUITS SHALL HAVE A 200 POUND
NYLON PULL WIRE.

CONDUCTORS

CONDUCTORS FOR FEEDERS AND BRANCH CIRCUITS,
UNLESS NOTED OTHERWISE, SHALL BE COPPER.
INSULATION SHALL BE TYPE THW. NEUTRAL
CONDUCTORS SHALL BE THE SIZES INDICATED ON
THE RISER DIAGRAM.
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CENERAL HIIRUCTURAL NOTES:

GENERAL:

A.

THE STRUCTURAL DRAWINGS SHOW THE COMPLETED PROJECT.
DETAILS, SECTIONS, AND NOTES SHOWN ON THE DRAWINGS
SHALL BE TYPICAL AND APPLY TO SIMILAR SITUATIONS
ELSEWHERE UNLESS NOTED OR SHOWN OTHERWISE.

CONTRACTOR SHALL COMPARE ALL DIMENSIONS AND CONDITIONS
ON CONTRACT DOCUMENTS AND AT THE SITE. ANY OMISSION OR
CONFLICT SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT /ENGINEER. IN CASE OF ANY CONFLICT FOLLOW THE
MOST STRINGENT REQUIREMENT AS DIRECTED BY

ARCHITECT /ENGINEER.

SEE THE ARCHITECTURAL DRAWINGS FOR DOORS, WINDOWS, NON-—
BEARING INTERIOR AND EXTERIOR WALLS, RECESSES,
DEPRESSIONS, ETC.

CONTRACTOR SHALL PROVIDE ADEQUATE TEMPORARY BRACING FOR
ALL PORTIONS OF THE BUILDING UNTIL THE ENTIRE STRUCTURE
OF THE BUILDING IS COMPLETE.

OBSERVATION VISITS TO THE SITE BY STRUCTURAL ENGINEER'S
FIELD REPRESENTATIVES SHALL NOT BE CONSTRUED AS
INSPECTION OR APPROVAL OF CONSTRUCTION.

ANY ENGINEERING DESIGN PROVIDED BY OTHERS AND SUBMITTED
FOR REVIEW SHALL BEAR THE SEAL AND SIGNATURE OF A
STRUCTURAL ENGINEER REGISTERED IN UTAH.

DESIGN CRITERIA:

BUILDING CODE: 2003 INTERNATIONAL BUILDING CODE (IBC) W/
AMENDMENTS
LOADINGS:

1. ROOF SNOW LOAD = 30 PSF + SNOW DRIFT PER IBC
2. WIND LOAD — 90 MPH ZONE — EXPOSURE C
3. SEISMIC DESIGN CATEGORY: D

. STRUCTURAL AND MISCELLANEOUS STEEL:

A.

B.

C.

MATERIAL PROPERTIES:

1. ALL SHAPES, PLATES, ANGLES, AND CHANNELS TO BE
ASTM A—=36 UNLESS NOTED OTHERWISE.

2. ALL WF SHAPES WEICGHING 84 POUNDS PER LINEAR FOOT
OR LESS TO BE ASTM A 572, GRADE 50. ALL WF SHAPES
WEIGHING MORE THAN 84 POUNDS PER LINEAR FOOT TO BE
ASTM A 572, GRADE 36.

3. SQUARE OR RECTANGULAR TUBES TO BE ASTM A 500,
GRADE B, Fy = 46 KSI.

4. ALL STEEL TO BE DETAILED, FABRICATED AND ERECTED
IN ACCORDANCE WITH A..S.C. SPECIFICATIONS, LATEST
ADOPTION.

WELDING:

1. FOR STRUCTURAL STEEL TO BE IN ACCORDANCE WITH
AW.S. REQUIREMENTS FOR E/OXX ELECTRODES.

BOLTS:

1. ALL BOLTS TO BE 3/4” DIAMETER ASTM A 325—N UNLESS
NOTED OTHERWISE.

2. BOLTS, NUTS AND WASHERS SHALL NOT BE REUSED.

3. ANCHOR BOLTS SHALL BE ASTM A 307 OR A 36.

V. SPECIAL INSPECTION:  SPECIAL INSPECTION IS REQUIRED IN

ACCORDANCE WITH IBC SECTION 17/01.

A.

FIELD WELDING IF APPLY.

CONC. FLOOR SLAB 1/2"

SEE PLAN
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